ELECTRIC COFFEE PERCOLATOR
General User Manual
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Please read this manual carefully before use 

and keep it for future reference.

Instructions for Use
●Do not immerse the equipment in water.

●Always keep dry, level, and heat resistant.

●Ensure hands are dry before using the device.
●The equipment generates boiling water, please ensure that the device is out of reaching children.

Install Equipment
●Before using the equipment, clean the tank body, the filter and the cover firstly.

●Place the device vertically on a solid and flat surface.

●When the device is turned off, plug it into a power outlet. The unit is now available for use.

Warning
●The exterior of the equipment can be very hot when boiling. Do not touch the surface.

●Do not remove the top cover when boiling.

●If the device is too full, boiling water may flow out of the device.

●Due to a lack of experience and knowledge, this device is not intended for use by individuals (including children) with decreased physical, sensory, and mental abilities, unless the person responsible for its safety provides guidance on its use.

●When the device generates boiling water, ensure that the device is out of reaching children. Children must be supervised to ensure they do not play with equipment.

●The device is designed for home and similar applications, such as employee kitchens, offices, and other work environments; Rural housing; For customers in hotels, motels, and other residential environments.

How to Make Coffee
●Wash the water tank with cold water.

●There is a marked maximum line inside the water tank. Do not add water to this mark.

●Ensure that the indoor ambient temperature is approximately 10-38℃, with an ambient humidity of below 90%.

●If you want to prepare coffee, please place a percolation tube and Filter in the tank and place some coffee powder underneath filter basket level. If you only want boiler water, please do not place the filter and filter tube inside the container.

●Ensure that the filter pins are in place firmly placed in the cavity of the base, otherwise it will never work correctly. The higher water temperature, the stronger the effluent.
●Reposition the cover and open the device. The indicator light of the heating light should light up and the unit should start boiling.

●After about 35 minutes, the water temperature is 88-92℃ the automatic thermostat will stop working, this means that the large heating elements will also stop working, small heating element starts working after prolonged heating and the water or coffee will be ready.

●When there are about three cups of water left in the tank, turn off the device and unplug it from the power outlet.
Cleaning Equipment
The device must be thoroughly cleaned after each use. In addition, clean with vinegar every week to remove mineral deposits. If these deposits are not removed, metal pitting may occur and damage the equipment.

●Clean the tank, upper cover, and vehicle body. All these parts are made of stainless steel and can be cleaned with abrasive.

●If the equipment is working properly, the cavity in the center of the base must be free of lime.

●The heater includes an overheat protection system, which turns off the heater when the device components overheat.

●To clean the faucet, move it up and down, and then insert a ceiling inside the device to clean the faucet.
Automatic Termination
The device automatically restarts as a dry protection measure. If activated, the device will only turn off when there is no water in the water tank. After the device cools down, it will automatically restart. The device is functioning properly.

If the recovery of the thermal shutdown does not reopen the device, please contact the manufacturer.

	Model No.:
	C06MS(D)02-E0/J0

C10MS(D)02-E0 /J0
	C15MS(D)02-E1/J1 

	Voltage:
	110V-120V~/220V-240V~      

	Power:
	950W
	1500W

	Frequency:
	50Hz - 60Hz


Technical Data
